
PPMS - VSM (2K-400K, 9T), Quantum Design (USA)
Closed Cycle Refrigerator System - VariableTemperature Insert emp: 400-4 

K; Cryo Industries (USA)

9 Tesla-Closed Cycle Refrigerator System - Variable 

Temperature Insert  Cryogenics (UK) Temp: 400-1.5K; 

Magnetic field: 0-9 T Microscope for sample loading at Diamond Anvil Cell



Ruby Fluorescence Calibration Setup for Diamond Anvil Cell (Almax easy lab, UK)

Micro drilling machine for gasket

CryoDAC-r(T):20 GPa
MDAC-XRD & Raman Studies (20 GPa)



Muffle Furnace (Sandy Scientific, Chennai) upto 

15000C

Vacuum Tubular furnace (Technicho, Chennai)

Upto 10000C

Tubular Furnace (Technico, Chennai) 

upto10000C



Muffle Furnace (Technico, Chennai) upto 

12000C
Muffle Furnace (Technico, Chennai) upto 10000C Hot Air Oven (Vacuum and Normal)



100Ton (LYXN, Lawrence & Mayo) and 20 Ton (Riken Kiki, Japan), 

hydraulic press

Coil winding machine

Hydraulic PressQuartz Tube Vacuum Sealing setup



CNC Lathe Machine

Powder XRD (Rigaku, Japan)

Centrifuge & Magnetic Stirrers



Microscope for sample Mounting at Pressure Cells


